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ZIP series 

 
 

   
Duplex Detachable 

Tight buffer 
Fibreoptic Cable 

 

   
Applications 
·  Indoor general purpose cable 
·  Interconnect cable jumpers, patch 

cord or pigtails 
 

 

Cable description 
The cable consists of two of fibres 
buffered to 0.9mm in a tight or semi 
tight construction. Physical protection 
and tensile strength are provided for 
the fibres by aramid yarn. The fibres 
have PVC or halogen-free flame- 
retardant jackets joined by a web to 
form a “zipcord” construction.  

 

  
  

  
 
 

 
 
 
 
 

  Specifications: 
 

   

    Duplex 
 

 

  Maximum Pulling Load  N 400  
  Maximum Operating Load  N 150  

Benefits 
·  Light weight and flexible  
·  Easy termination, rugged cable –

connector interface 
·  Flame retardant jacket 
·  The fibre sub units can easily be 

separated from each other 
 

  Minimum Bending Radius    

  For Installation  20 x D  
  Long Term   10 x D  

 

  Compressive Load N 1000  
   Impact Resistance N.m 0.5  
   Twist (Torsion) – length  100 x D  
   Flexing Cycles 300  

  Cable Weight kg/km 16  
  Cable O. D. mm 2.8 x 5.6  
  Storage Temperature Range 

 
-40 °C to +70 °C  

Standards 
·  Cables tested to TIA/EIA-455 and 

IEC-794 
 

  Operating Temperature Range 
 

-10 °C to +50 °C  
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