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CONNECTORS  

SMA 905 
Features: 
 
 
·  
·  
·  
·  
 

  
Ceramic ferrule 
Low insertion loss 
Compatible with all SMA connectors 
Quick and easy to terminate 
 
 
 
 

 

 
 

 
Suitable for buffered fibres and tight  
jacketed cables from 250 um to 3.0 mm  
outer diameter  
 
 
 

 

 
 

 
Performance Specifications   
Attenuation @ 850nm 50/125 < 0.30 dB (median)   
Attenuation @ 850nm 62.5/125 < 0.25 dB (median)   
Attenuation change after 500 
matings 

 
< 0.30 dB ( typ ) 

  

Operating temperature -40°C to +80°C   
   
Description Part Number 
SMA Connector 125mm CNSM 
SMA Connector 140mm CNSM14 

  
Mini BNC connector 
Features: 
 
 
·  
·  
·  
·  
·  

 
Fully compatible with SUMITOMO connector 
Low insertion loss 
Easy to crimp connector backend 
Bayonet locking mechanism 
Metal ferrule 
 

 

 
 

 
Suitable for buffered fibres and tight  
jacketed cables from 2.8 mm to 3.0 mm  
outer diameter  
 
 
 
 
 

 

 
 

 
Performance Specifications   
Attenuation @ 850nm 50/125 < 0.50 dB (typical)   
 < 1.00 dB (maximum)   
Attenuation change after 5000 
matings 

 
< 0.20 dB ( typ ) 

  

Operating temperature -25°C to +85°C   
   
Description Part Number 
Mini BNC multimode 125mm CNMB 
Mini BNC multimode 140mm CNMB14 
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