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CONNECTORS  
STII® Type  
Features 
 
 
·  
·  
·  
·  
·  

  
Ceramic ferrule 
Keyed for repeatable performance 
Low insertion and back reflection loss 
Compatible with all ST� type connectors 
One piece body design 
 
 
 
 

 

 
 

 
Suitable for buffered fibres and tight  
Jacketed cables from 250 um to 3.0 mm  
Outer diameter  
 
STII is a registered trade mark of Lucent technologies 
 

 

 

 

Performance Specifications   
Attenuation @ 850nm 50/125 < 0.14 dB (median)   
Attenuation @ 850nm 62.5/125 < 0.13 dB (median)   
Attenuation change after 5000 
matings 

 
< 0.15 dB ( typ ) 

  

Operating temperature -55°C to +125°C   
   
Description Part Number 
Connector ST Mutimode CNST 

  
AT+T STII�   
Features 
 
 
·  
·  
·  
·  
·  

  
Ceramic ferrule 
Keyed for repeatable performance 
Low insertion and back reflection loss 
Compatible with all ST� type connectors 
One piece body design 
 
 
 
 

 

 
 

 
Suitable for buffered fibres and tight  
jacketed cables from 250 um to 3.0 mm  
outer diameter  
 
 
 

 

 

 

Performance Specifications   
Attenuation @ 850nm 50/125 < 0.50 dB (median)   
Attenuation @ 850nm 62.5/125 < 0.40 dB (median)   
Attenuation change after 5000 
matings 

 
< 0.20 dB ( typ ) 

  

Operating temperature -40°C to +80°C   
   
Description Part Number 
AT+T STII� series Multimode CNS2 
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